HONDA
ENGINE REMOVAL/INSTALLATION CB750K

18-2.5 kg-m
(13—18 fi-ib)

30-40kym @
122—29 fr.0b)

1.8-25 kgm T -
i13—18 fu-ib)
6 5.5-6.5 kg-m
4047 ft-Ib)
1.8-2.5 kg-m ?5‘;:“:,;] m;]‘
11318 ft-Ib}

Date of lssue: August, 1978

E-D £ HONDA MOTOR CO., LTD.




5\ HONDA
@ CB750K

9. ENGINE REMOVAL & INSTALLATION _

SERVICE INFORMATION 5-1
ENGINE REMOVAL 52
ENGINE INSTALLATION 5-5

SERVICE INFORMATION
GENERAL INSTRUCTIONS
* The following parts or components can be serviced with the engine installed in the frame:

¢ Clutch

= Ghift linkage
* Camshaft

= Carburetor

SPECIFICATIONS

Engime dry waight
Ol capacity

TORQUE VALUES

8 mm balt
10 mm baolt
12 mm balt
Rear axle nut
Drive sprocket
Spark pleg

* AC. generator
* Starter motor
* Cylinder head

BB.5 kg (195 Ibl approx.
4.5 lit (4.7 US gt} at engine assembly
A5t (3.7 US qt) at change

1.8—2.5 kgm {13=18 fi-ib)
3.0-4.0 kg-m (22—29 f1-1b)
5.5-6.5 kg-m (40—47 ft-Ib)
B.0-10.0 kg-m {58-72 ft-Ib)
5.0-54 kg-m [36—39 ft-Ib)
1.2-16 kgm [ 3—12 fi-Ib}
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ENGINE REMOVAL

Drain il from engine (Pags 2—2].

Ture the fuel valee OFF .
Raise the seat and remove the overflow tube,
fusel lines, both side covers and fuel tank,

Hemowe the carburetor and the air cleaner
{Section 4].

Dhisconmect the aledtrical wires.
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Remove the exhaust system.

Remove the tachometer cable from the cyl-
inder head cowver,
RAemove all spark plug caps.

Remove the cotter pin and loosen the rear axle

nut.
Lowmen both chain adjusters and push the rear

whesl forward.

Date of Igue: August, 1978
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Remove the left rear crankcase cover.
Remowve the drive sprocket and drive chain.

Remowe the clutch cable at the clutch arm, rear
brake pedal, foot peg and gear shift pedal.

Placa a jack wnder the engine.
Aemove the enginge hanger brackets and bolts,
Remove the engine toward the right.
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ENGINE INSTALLATION

R""’. The installation sequence is the reverse of
remonal.
NOTE
* Do not damage parts during instal-
lation.
N * Route the wires and cables property |
[Page 1-8)
[ = Fill the crankcase to the proper level
[ (Page2-1).
| + Perform the following inspection and |
adjustiments: |
| Throttle cable free play (Page 3- 'IEJ
e Clutch lever free play (Pags 3-201.
Urive chain tension {Page 3-18],
Choke cable free play (Page 3-12],
Torgue values: & mm lange bolt/nut 1.8—2.5 kg-rm [13—18 f1-Ibl
10 mm flange bolt/fnur 3.0-4.0 kgm [22=28 ft-Ib]
12 rmm flange bolt'nut 5.5-6.5 kg-m (40—47 f-b)
Diive sprocket 5.0=5.4 kg-m (36=33 ft-Ib|
1.8 2GR m f
I""!-..-1'. = Fi
(131 .._..rhi, 30-40kg - m
17 *Okg-m  (22-29f1—1p),
fr 129ft—Ib) :
1""'\-.--"
i .
W [13 18ft—Ib)
-
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